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TEKNOWARE INTERIOR PANELS 
Sustainable and lightweight interior solutions made from durable HPL 
(high-pressure laminate) for buses, coaches and commercial vehicles.

From the moment the passenger boards the vehicle, a stylish, functional and high-quality interior will create a cosy atmosphere that 
sets the right tone for a smooth travel experience. Choosing sustainable and lightweight solutions can significantly lower the life 
cycle costs of a vehicle. It also reduces energy consumption by keeping the vehicle’s weight low while still allowing it to carry more 
passengers. Teknoware products are not only lightweight and stylish but also built to last.

HPL is a durable material made up of layers of kraft paper coated with phenolic resin and a decorative layer. These layers are 
bonded tightly using high heat and pressure, resulting in a sturdy material that can withstand scratches, impacts, moisture, and 
stains. Teknoware interior solutions utilize HPL material in different forms. It can be flat sheet with customer specific perforations and 
shapes or it can be vacuum thermoformed in curved shapes. HPL is commonly used in buses and coaches for a variety of purposes, 
including ceilings, sidewalls, partitions, coving, and ducting. It’s also a popular choice for furniture and interior applications because 
its ability to mimic the appearance of wood, metal, or stone. Designers appreciate HPL for its versatility, as it comes in various 
colours, patterns, and finishes.
 
Our technical expertise in lighting technologies and interior solutions enables us to create personalized solutions where lighting and 
panels are seamlessly integrated and tailored to your needs. Thanks to our flexible production chain, we can serve you solutions 
and accessories from the production site closest to you, no matter how big or small your demand is. Our in-house design and 
manufacturing ensure lower costs and eliminate compatibility issues and complex installations.

FOR AUTOMOTIVES LIGHTWEIGHT
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Compact HPLLightweight HPL
Lightweight panel is made with 1 layer of HPL bonded to both sides of 
3mm lightweight core.

Panel information

Laminate thickness 0.7 mm (+-0,1 mm)

Adhesive type 2 component epoxy adhesive system

Weight                                        2.41 kg/m² (+-10 g)

•	 Possible to make two-dimensional shapes 
HPL do not stretch to 3d shapes

•	 Core material foamboard with a closed-cell polyurethane foam

Panel dimensions

Thickness 4.5 mm, (+-0,75 mm)

Max panel length 3000 mm, (+-3 mm)

Max panel width 1250 mm (+-1,25 mm)

Min. radius on 90° bend 50 mm (+5/-0)

Min. radius on 120° bend 40 mm (+5/-0)

Min. Length of flat 
between rads 55 mm (+5/-0)

•	 Possible to make different variations for example by adding extra 
HPL layers.

Panel characteristics

Surface finnish Matte as standard, 
more options available on request

Colour Solid colour as standard, 
more options available on request

•	 Possible to paint panel edges black

Panel features

•	 HPL- tested according to EN438 and ISO 4586 for resistance 
to surface wear, boiling water, dry heat, impact, cracking, 
scratching, stains, colour change in artificial light, cigarette burns 
and steam.

•	 HPL performance standards: UNECE R118, FMVSS 302, 
BS EN 438, ISO 4586, GREENGUARD

HPL

Lightweight core

HPL

Overlay paper

Decor paper

Kraft papers

Panel information

Laminate thickness 2, 2.5, 3, 4, 5, 6, 8 mm (+-0,1 mm)

Adhesive type 2 component epoxy adhesive system

Weight                                        4.40 kg/m² (on 3 mm)

•	 Possible to make two-dimensional shapes 
HPL do not stretch to 3d shapes

Panel dimensions

Thickness 2, 2.5, 3, 4, 5, 6, 8 mm (+-0,4 mm)

Max panel length 3000 mm (+-3 mm)

Max panel width 1250 mm (+-1.25 mm)

Min. radius on 90° bend 15 mm (+5/-0)

Min. radius on 120° bend 15 mm (+5/-0)

Min. Length of flat 
between rads 55 mm (+5/-0)

•	 Possible to create various designs by using different thicknesses. 

Panel characteristics

Surface finnish Matte as standard, 
more options available on request

Colour Solid colour as standard, 
more options available on request

Colour of the edge Black

•	 Possible to round the edges.

Panel features

•	 HPL- tested according to EN438 and ISO 4586 for resistance 
to surface wear, boiling water, dry heat, impact, cracking, 
scratching, stains, colour change in artificial light, cigarette burns 
and steam.

•	 HPL performance standards: UNECE R118, FMVSS 302 
BS EN 438, ISO 4586, GREENGUARD

Overlay paper

Decor paper
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Formed HPL
Formed panel is made with 3 or 4 layers of HPL bonded.

Panel information

Laminate thickness 0.7 mm (+-0,1 mm)

Adhesive type 2 component epoxy adhesive system

Weight                                        4.40 kg/m² (on 4ply / 2.8 mm)

•	 Possible to make two-dimensional shapes 
HPL do not stretch to 3d shapes

Panel dimensions

Thickness 3ply: 2.1 mm (+-0.75 mm)
4ply: 2.8 mm (+-0.75 mm)

Max panel length 3000 mm (+-3 mm)

Max panel width 1250 mm, +-1.25 mm)

Min. radius on 90° bend 75 mm (+5/-0)

Min. radius on 120° bend 60 mm (+5/-0)

Min. Length of flat 
between rads 65 mm (+5/-0)

•	 Possible to make different variations by adding or removing 
HPL layers.

Panel characteristics

Surface finnish Matte as standard, 
more options available on request

Colour Solid colour as standard, 
more options available on request

Colour of the edge Black

Panel features

•	 HPL- tested according to EN438 and ISO 4586 for resistance 
to surface wear, boiling water, dry heat, impact, cracking, 
scratching, stains, colour change in artificial light, cigarette burns 
and steam.

•	 HPL performance standards: UNECE R118, FMVSS 302 
BS EN 438, ISO 4586, GREENGUARD

DRIVE HARD!

PROCESS

DESIGN

TEMPLATE GLUING VACUUM 
PRESS

HEATING & 
COOLING MACHINING FINISHING

PACKAGING SUPPLYING INSTALLATION

Surface HPL

HPL

Teknoware | bus@teknoware.com | teknoware.com
We reserve the right to make modifications without notice. Copyright © 2026 Teknoware. All rights reserved. 08/2026


